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MANDATORY LEFT TURN

SIGN AS PER TSR&GD 2016,

DIAGRAM NUMBER 609. TO

BE 600mm IN DIAMETER.

MANDATORY ONE WAY SIGN

AS PER TSR&GD 2016,

DIAGRAM NUMBER 614. TO

BE 600mm IN DIAMETER.

L

C

End

MANDATORY ONE WAY SIGN

AS PER TSR&GD 2016,

DIAGRAM NUMBER 614. TO

BE 600mm IN DIAMETER. ON

EXISTING LIGHT COLUMN.

EXISTING JUNCTION

ARRANGEMENT.
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NOTES:

This product includes mapping data licensed

from Ordnance Survey with the permission of

HMSO © Crown Copyright LBH 2007. All

rights reserved.

License number 100019199.
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The location and depth of all statutory

undertakers plant should be verified on site

by the Contractor.

All levels for drainage to be confirmed on

site by the Contractor.

Where new paving is proposed, all existing

paving should be removed as instructed by

the engineer on site.

Paving colour to match existing surround.

Paving rotation on this drawing is indicative

and should be agreed with Engineer on site.

All standard drawings referred to are located

in Volume 4 of the Contract Documents.

All new granite kerb heights to be 125mm

unless otherwise specified by the Engineer

on site.

All new dropped granite kerb heights to be

6mm unless otherwise specified by the

Engineer on site.

Carriageway construction details to be

confirmed with Engineer on site.
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